
 

 

  

 Model         : ATZ DP-HDMI-xM (x=length: 2/3/5) 

 Description: DISPLAYPORT v1.2 TO HDMI 4K w/GOLD PLATED CABLE (2M/3M/5M) 
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HIGH BANDWIDTH DISPLAYPORT 1.2 CABLE delivers video with brilliant detail and amazingly 

accurate color from a DisplayPort equipped Ultrabook, PC computer, or graphics card to a 4K capable 

UHD TV,  monitor or projector with HDMI input.  

Features Gold Plated connectors and triple-shielded cable with PVC jacket for maximum video 

performance & prevention of signal loss 

High Definition Audio support for a full range of audio types, including SACD, DVD-Audio, DTS-HD 

Master Audio, and Dolby TrueHD 

 

Specifications: 

 Side P1: DisplayPort Male Gold Plated Latching Connector 

 Side P2: HDMI A Male Gold Plated Connector 

 Cable: Triple Shielded, Black Cable, 24K Gold Plated Connectors 

 Cable supports 480i, 480p, 720p, 1080i, 1080p, 2K & 4K resolutions; 

 Oxygen Free Copper Conductor, Copper Braid Shielding, EMI & RFI protection; 

 Data  Transfer/Resolution - This cable is version 1.2 and is therefore suitable  for up to 

17.28GB/s and has a maximum resolution capability of 3840 x 2160. 

 AC coupling capable for level shifting 

 Support DisplayPort 1.2 input and HDMI1.4 output 

 Support 4K X 2K & 3D video formats over HDMI 

 Supports multiple color format:RGB 6/8/10/12-bit per component(bpc) and 

YCbCr4:4:4,YCbCr4:2:2,8/10/12bpc 

 Supports DisplayPort1.2 and 4 lanes, AC coupling capable for level shifting,  

 Both HDCP and DPCP capability 

 Superior Intra-pair and Inter-pair de-skewing, Powered from DisplayPort source. 

 Warranty: 3 Years 


